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1
THREE DIMENSIONAL LCD MONITOR
DISPLAY

CROSS-REFERENCE TO RELATED
APPLICATION

This application is a continuation of U.S. patent applica-
tion Ser. No. 13/357,707, filed Jan. 25, 2012, the content of
which is hereby incorporated by reference in its entirety.

BACKGROUND

The present invention relates to an LCD monitor, and more
specifically, to a three dimensional LCD monitor usable with
passive glasses.

Three dimensional (3D) movies and pictures have become
a popular form of entertainment due to the increased realism
of the images. 3D images utilize the human physical trait of
binocular vision. Human eyes are spaced about two inches
(five centimeters) apart, therefore each eye sees the world
from a slightly different perspective. The brain receives both
images and has a binocular vision function that correlates the
difference between what each eye sees to determine distance.
The determination of the distance provides the 3D effect that
a person sees.

To create a binocular image on a two dimensional (2D)
surface, such as a movie or television screen, the user typi-
cally wears glasses. The glasses alter the way that the user
views the images to create the simulated 3D effect. Typically
there are two types of glasses, passive glasses and active
glasses. The type of glasses used will depend on the type of
image projection system being used.

Passive glasses rely upon an optical effect created by using
different lenses for each eye. The display device emits a
sequential series of images where subsequent images are
slightly offset. The images are arranged such that the user sees
the first image through a first lens of the glasses (e.g. the right
eye) and the second image is seen with the other lens (e.g. the
left eye). Since the images are projected quickly, the user does
not notice the multiple images, but rather sees a 3D effect.
Originally, passive glasses used different color lenses to filter
out images; however this limited the use of 3D images when
full color images were desired. To alleviate this issue, polar-
ized lenses were developed where each lens of the glasses
allows the transmission of different polarized light. The
polarized passive lenses allow for full color 3D images to be
transmitted.

Insystems using active glasses, the glasses wirelessly com-
municate with the display device to synchronize the operation
of the glasses with the images being displayed. With active
glasses, the lenses are typically liquid crystal displays (LCDs)
that can switch between transmitting light and blocking light.
In this way, the glasses may rapidly switch the left and right
lenses between clear and opaque. While the glasses are
switching, the television is projecting a series of sequential
images. When this switching is synchronized between the
television and the glasses, the user experiences a 3D effect.

BRIEF SUMMARY

An embodiment is a method for creating a three dimen-
sional (3D) image on a liquid crystal display (LCD). The
method includes providing a light source, a pixel matrix, and
a plurality of electrodes for applying a voltage to the pixel
matrix. The pixel matrix includes a plurality of first pixels
having a first polarization and a plurality of second pixels
having a second polarization. A first light is emitted from the
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light source, and first voltage is applied to at least one of the
plurality of first pixels. A second light is emitted from the
second light source and a second voltage is applied to at least
one of the plurality of second pixels.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

The subject matter which is regarded as the invention is
particularly pointed out and distinctly claimed in the claims at
the conclusion of the specification. The forgoing and other
features, and advantages of the invention are apparent from
the following detailed description taken in conjunction with
the accompanying drawings in which:

FIG. 1is an exploded view of a conventional liquid crystal
display (LCD) monitor;

FIGS. 2A and 2B are a schematic view of a pixel inan LCD
monitor in accordance with an embodiment of the invention;

FIGS. 3A and 3B are a schematic view of a pixel inan LCD
monitor in accordance with an embodiment of the invention;

FIG. 4 is a schematic view of a matrix of an LCD monitor
in accordance with an embodiment of the invention;

FIG. 5 is a schematic view of an alternate matrix of an LCD
monitor in accordance with an embodiment of the invention;

FIG. 6 is an exemplary matrix with connected electrodes of
an LCD in accordance with an embodiment of the invention;
and

FIG. 7 is a flow chart describing a method of operating a
three dimensional (3D) image projector with two color imag-
ing in accordance with an embodiment of the invention.

DETAILED DESCRIPTION

Embodiments described herein include liquid crystal dis-
plays (LCDs) that are modified by using multiple liquid crys-
tal cells which are alternately polarized for left and right eye
views to allow a stereoscopic three dimensional (3D) image
to be viewed with passive polarized eyewear. This approach
doubles the number of pixels in the display, or alternately,
reduces the resolution of a standard size screen by reusing
half of the pixels to transmit redundant information. In an
embodiment, the pixels are addressed by an x-y grid of elec-
trodes and can be actuated sequentially to project alternate
polarization left and right eye image components for each of
the primary colors (red, green, blue or “RGB”). When viewed
with passive eyewear, a 3D stereoscopic image is presented to
the viewer. As described herein, in embodiments a pattern is
used to excite the electrodes in an LCD display such that the
polarized 3D information is generated efficiently for high
speed modulation at twice the video frame rate of the LCD
display. As used herein, the term “frame rate” refers to the
frequency at which an imaging device (e.g., an LCD screen)
produces unique consecutive images called frames. Frame
rate is most often expressed in frames per second (FPS).
Embodiments also include liquid crystal elements in the dis-
play having an increased thickness such that the degree of
polarization rotation can be controlled effectively to produce
polarized light for 3D imaging.

Embodiments, allow a 3D image to be viewed on a LCD
screen using passive polarized eyewear. The use of passive
polarized eyewear has several benefits when compared with
using active glasses to view 3D images on a LCD screen.
While active glasses perform well to create the 3D effect for
the user, they also have some less desirable characteristics.
For example, active glasses require an energy source such as
a battery that needs to be periodically recharged or replaced.
In addition, if the communication between the television and



US 9,325,978 B2

3

the glasses is interrupted, the 3D effect may be lost. Further,
due to the complexity of the system, active glasses tend to be
much more costly than passive glasses.

With reference to FIG. 1, a conventional backlit LCD
monitor 10 is generally shown. The LCD monitor 10 includes
a liquid crystal layer 20 having liquid crystal molecules, or
pixels, formed in a matrix. The liquid crystal layer 20 is
surrounded on each side by an electrode 22, 24. Adjacent to
each electrode 22, 24 is a respective polarizing filter 26, 28
that allows only light of a specific polarization to pass
through. A light source 16, such as a fluorescent lamp, may be
used to produce light within the LCD monitor 10. In an
alternate embodiment, the LCD monitor is reflective such that
instead of a light source 16, the monitor 10 includes a mirror
to reflect external light. As the light passes through the first
polarizing filter 26 in the direction of arrow 30, the light
becomes polarized. Before applying an electric charge, the
orientation of the liquid crystal molecules of the liquid crystal
layer 20 is determined by the alignment at the surfaces of
electrodes 22, 24. Commonly in LCD devices, liquid crystal
molecules align perpendicularly at the two electrodes 22, 24
causing the molecules to arrange themselves in a helical
structure. The surface of each electrode 22, 24 contacts the
liquid crystal layer 20, and applies a voltage or charge to a
particular liquid crystal molecule or group of liquid crystal
molecules so as to “twist” the liquid crystal molecules in a
particular direction. By controlling the voltage applied across
the liquid crystal layer 20 in each pixel, light can be allowed
to pass through in varying amounts.

Application of a voltage to an already polarized pixel will
rotate the polarization of the pixel 90 degrees. Referring now
to FIG. 2A, apixel 40 within the liquid crystal layer 20 of FI1G.
1 is shown. The initial polarization of the pixel 40 is depicted
by the vertical arrow 42. In an exemplary embodiment of the
present invention, electrodes 22, 24 intersect ata corner of the
pixel 40. In alternate embodiments, the two electrodes 22, 24
intersect at any point within the pixel 40. When a voltage is
applied to the electrodes 22, 24, the direction of polarization
of'the pixel 40 is altered. FIG. 2B represents the same pixel 40
displayed in FIG. 2A after a voltage has been applied. The
arrow 42 representing the direction of polarization of the
pixel 40 has rotated 90 degrees such that the pixel 40 is now
horizontally polarized. Similarly, referring to FIG. 3A, apixel
40 is shown having an initial horizontal polarization. Once a
voltage is applied to the electrodes 22, 24, the polarization of
the pixel 40 converts to a vertical polarization as shown in
FIG. 3B.

With reference to FIGS. 4 and 5, every liquid crystal mol-
ecule in an LCD device has both a color and a polarization. In
one embodiment of the present invention, each pixel in the
LCD device comprises a single liquid crystal molecule. In an
alternate embodiment, a pixel 40 comprises a plurality of
liquid crystal molecules. If a pixel 40 does comprise more
than one liquid crystal molecule, the plurality of the liquid
crystal molecules within the pixel are the same color and are
polarized in the same direction. As shown in embodiment in
FIG. 5 for example, the three red liquid crystal molecules on
the left-hand side of the pixel matrix 50 have the same polar-
ization and therefore may be considered one pixel.

A pixel matrix 50 includes a plurality of first pixels 40
having a first polarization and a plurality of second pixels 40'
having a second polarization. In one embodiment of the
invention, the first polarization and the second polarization
are orthogonal. Consequently, the plurality of first pixels 40
having a first polarization emit an image viewable by a first
eye, such as a left eye, and the plurality of second pixels 40'
having a second polarization emit an image viewable by a
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second eye, a right eye for example. The plurality of first
pixels 40 may include a plurality of colors and the plurality of
second pixels 40" may include the same plurality of colors as
the plurality of first pixels. For example, the plurality of
colors of both the first pixels and second pixels may include
red, green and blue. In a pixel matrix 50, the pixels are
arranged such that along a row, pixels alternate between the
pixels having a first polarization and pixels having a second
polarization. For example, a pixel from the plurality of first
pixels 40 is adjacent a pixel from the plurality of second pixels
40'. Orthogonally polarized pixels 40, 40' are additionally
grouped into pairs of pixels of the same color. A pair of
orthogonally polarized pixels 40, 40" of a first color may not
be disposed adjacent another pair of pixels of the same first
color. As shown in FIG. 4, the colors of the pairs of pixels
alternate along a row such that two pairs of pixels of the first
two colors (e.g., R, GG) are disposed between two pairs of
orthogonally polarized pixels of the third color (e.g., B).

In an embodiment, in order to project a 3D image, the
frame rate at which images are projected from the LCD moni-
tor is doubled a conventional frame rate since both a left eye
and right eye image must be emitted in the same time that a
regular image would be projected. A pixel matrix 55 accord-
ing to one embodiment of the invention is shown in FIG. 6.
This exemplary pixel matrix 55 portrays the placement of a
plurality of electrodes to apply a voltage to the pixels of a first
color, for example red, from both the plurality of first pixels
40 and the plurality of second pixels 40'. Horizontal elec-
trodes are located adjacent the pixel matrix 50 at the intersec-
tion of adjacent vertical pixels. In this exemplary embodi-
ment, the pixels 40 are energized in the lower left corner; in
other embodiments, the pixels may be energized other loca-
tions. Vertical electrodes 60, 62 are disposed along a vertical
edge of each red pixel such that the vertical electrode 60, 62
intersects a horizontal electrode 64 at a corner of a red pixel.
Vertical electrodes 60 must intersect horizontal electrodes 64
atacorner of each red pixel from the plurality of first pixels 40
and vertical electrodes 62 must intersect horizontal electrodes
64 at a corner of each red pixel from the plurality of second
pixels 40'. A voltage is applied to pixels of a first color from
the plurality of first pixels 40 through the intersection of
electrodes 60 and 64. For example, a voltage is first applied to
red pixels polarized to project an image viewable by the left
eye. Application of the voltage alters the polarization of these
first pixels 40 such that light of a certain polarization will be
transmitted through the pixels. Sequentially, a voltage is
applied at the intersection of the vertical electrodes 62 and the
horizontal electrodes 64 to pixels of a first color from the
plurality of second pixels 40', such as red pixels polarized to
project an image viewable by the right eye.

Embodiments are not limited to the configuration shown in
FIG. 6. In other embodiments. For example, the order of the
red, green, and blue pixels can be altered to any desired
configuration and is not limited to the representation shown in
FIG. 6. Further, the pixels may be arranged such that the
vertical and horizontal electrodes intersect at any part of the
pixel, not just the corner of the pixel illustrated in FIG. 6.
Further, the location of the left and right eye views for each
color pixel may be altered to any desired configuration and is
not limited to the representation shown in FIG. 6.

Referring now to FIG. 7, a method 70 is shown for project-
ing a three dimensional image from an LCD monitor, such as
LCD monitor 10. To create the first image in block 80, a light
source, such as light source 16, emits a first light in the
direction of the liquid crystal layer 20. In block 84, a first
voltage is applied by intersecting electrodes, such as elec-
trodes 60, 64, to the plurality of first pixels 40 of a same first
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color, for example red. By applying a voltage to these first
pixels 40 of a first color, the polarization of the pixels is
rotated, and an image of a first color, viewable by a first eye,
such as aleft eye, is projected from the monitor 10 in block 86.
Sequentially, a second image in block 90 is created by pro-
jecting a second light from the light source, as in block 92. A
second voltage is applied in block 94 to a plurality of second
pixels 40" of the same first color as the plurality of first pixels
40 inblock 84. Similar to the first pixels 40, the electric charge
causes the polarization of the second pixels 40' of a first color
to rotate such that a second image is emitted as shown in block
96; the image being the same first color and viewable by a
second eye, such as a right eye.

Once an image has been projected by applying a voltage to
both the plurality of first pixels 40 of a first color and the
plurality of second pixels 40' of a first color, an image is
created in block 100 using pixels of a second color from the
plurality of first pixels 40. The light source 16 emits a third
light in block 102. In block 104, a third voltage is applied to
the plurality of first pixels 40 having a second color, such as
green, to change the polarization of these pixels. The third
light passes through the open pixels of the pixel matrix 50,
thereby emitting an image of a second color viewable by the
first eye. In block 110, the image of a second color viewable
by the second eye is created. The fourth light from light
source 16 is emitted, as shown in block 112, and a fourth
voltage is applied to the plurality of second pixels 40' having
the same second color as the plurality of first pixels 40 in
block 104. Application of the voltage alters the polarization of
the charged pixels, and an image of a second color viewable
by the second eye is emitted from the monitor 10. Similarly,
a pair of images of a third color, viewable by the first and
second eye, is then sequentially emitted as shown in blocks
120, 130. In block 122, a fifth light is emitted, and in block
124 a fifth voltage is applied to pixels of a third color, for
example blue, from the plurality of first pixels 40 to project an
image of a third color viewable by the first eye. After the first
eyeimage of a third color is emitted, a sixth light is emitted as
shown in block 132. Similarly a sixth voltage is applied to the
pixels of the third color from the plurality of second pixels 40,
and an image of a third color viewable by the second eye is
projected from the monitor 10. Once images for the plurality
of colors have been projected in pairs for both the first and
second eyes, the method 70 then loops back to block 80 to
continue projecting images from the monitor 10 in the color
sequence. The frame rate of all six of these images that are
projected from the LCD monitor is doubled in comparison to
a conventional frame rate since both a left eye and right eye
image must be emitted in the same time as a regular image.

In an alternate embodiment of the invention, all of the
images viewable by the first eye are projected before the
images viewable by the second eye are projected. Pixels of a
first color from the plurality of first pixels 40 are charged to
emit a first image. Instead of then projecting an image using
the pixels of the same color from the plurality of second pixels
40', an image is created by applying a voltage to pixels of a
second color from the plurality of first pixels 40. An image
will be created for each color of the plurality of colors of the
plurality of first pixels 40. Once all of the first eye images have
been emitted, images for the second eye will then be projected
in the same color sequence. For example, if a red image, a
green image, and then a blue image were projected viewable
by the left eye, ared image, green image and then a blue image
will be projected in that order viewable by the right eye.
Similar to the alternate projection sequence previously dis-
cussed, all six of these images must be projected within the
same time that a regular image is projected.
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The terminology used herein is for the purpose of describ-
ing particular embodiments only and is not intended to be
limiting of the invention. As used herein, the singular forms
“a”, “an” and “the” are intended to include the plural forms as
well, unless the context clearly indicates otherwise. It will be
further understood that the terms “comprises” and/or “com-
prising,” when used in this specification, specify the presence
of stated features, integers, steps, operations, elements, and/
or components, but do not preclude the presence or addition
of one more other features, integers, steps, operations, ele-
ment components, and/or groups thereof.

The corresponding structures, materials, acts, and equiva-
lents of all means or step plus function elements in the claims
below are intended to include any structure, material, or act
for performing the function in combination with other
claimed elements as specifically claimed. The description of
the present invention has been presented for purposes of
illustration and description, but is not intended to be exhaus-
tive or limited to the invention in the form disclosed. Many
modifications and variations will be apparent to those of
ordinary skill in the art without departing from the scope and
spirit of the invention. The embodiment was chosen and
described in order to best explain the principles of the inven-
tion and the practical application, and to enable others of
ordinary skill in the art to understand the invention for various
embodiments with various modifications as are suited to the
particular use contemplated.

The flow diagrams depicted herein are just one example.
There may be many variations to this diagram or the steps (or
operations) described therein without departing from the
spirit of the invention. For instance, the steps may be per-
formed in a differing order or steps may be added, deleted or
modified. All of these variations are considered a part of the
claimed invention.

While the preferred embodiment to the invention had been
described, it will be understood that those skilled in the art,
both now and in the future, may make various improvements
and enhancements which fall within the scope of the claims
which follow. These claims should be construed to maintain
the proper protection for the invention first described.

The invention claimed is:
1. A method for creating a three dimensional (3D) image on
liquid crystal display (LCD), the method comprising:

providing a light source;

providing a pixel matrix comprising a plurality of first
pixels having a first polarization and a plurality of sec-
ond pixels having a second polarization, the plurality of
first pixels comprising liquid crystal molecules of a plu-
rality of colors, the plurality of second pixels comprising
liquid crystal molecules of the plurality of colors, and
the plurality of first pixels and the plurality of second
pixels arranged in a single plane on the pixel matrix,
wherein each of the plurality of first pixels is paired and
arranged directly adjacent to one of the plurality of sec-
ond pixels to define a pair of orthogonally polarized
pixels, each of the pixels in each of the pair of orthogo-
nally polarized pixels being the same color, wherein
each pair of orthogonally polarized pixels is not posi-
tioned directly adjacent another pair of orthogonally
polarized pixels of the same color;

providing a plurality of electrodes for applying a voltage to
the pixel matrix, the plurality of electrodes including
vertical electrodes and horizontal electrodes;

projecting a first image, the projecting the first image com-
prising:
emitting a first light from the light source; and
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applying a first voltage to at least one of the plurality of
first pixels, the applying the first voltage including
using at least one of the vertical electrodes and at least
one of the horizontal electrodes that intersect with
each other and that are disposed along at least one
edge of the at least one of the plurality of first pixels;
and

projecting a second image, the projecting the second image

comprising:

emitting a second light from the light source subsequent
to emitting the first light from the light source; and

applying a second voltage to at least one of the plurality
of second pixels, the at least one of the plurality of
second pixels being paired with the at least one of the
plurality of first pixels, the applying the second volt-
age including using at least one of the vertical elec-
trodes and at least one of the horizontal electrodes that
intersect with each other and that are disposed along
at least one edge of the at least one of the plurality of
second pixels.

2. The method of claim 1, wherein each pixel in the plu-
rality of first pixels and the plurality of second pixels com-
prises a single liquid crystal molecule.

3. The method of claim 1, wherein each pixel in the plu-
rality of first pixels and the plurality of second pixels com-
prises multiple liquid crystal molecules.

4. The method of claim 1, wherein each pixel in the plu-
rality of first pixels and the plurality of second pixels com-
prises a plurality of liquid crystal molecules of the same color.

5. The method of claim 1, wherein the first voltage is
applied to at least one of the plurality of first pixels having
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liquid crystal molecules of a first color, and the second volt-
age is applied to at least one of the plurality of second pixels
having liquid crystal molecules of the first color.

6. The method of claim 5, further comprising:

emitting a third light from the light source;

applying a third voltage to at least one of the plurality of

first pixels having liquid crystal molecules of a second
color;

emitting a fourth light from the light source; and

applying a fourth voltage to at least one of the plurality of

second pixels having liquid crystal molecules of the
second color.

7. The method of claim 6, further comprising:

emitting a fifth light from the light source;

applying a fifth voltage to at least one of the plurality of first

pixels having liquid crystal molecules of a third color;
emitting a sixth light from the light source; and

applying a sixth voltage to at least one of the plurality of

second pixels having liquid crystal molecules of the
third color.

8. The method of claim 7, wherein the LCD is character-
ized by a frame rate, and the applying the first voltage, apply-
ing the second voltage, applying the third voltage, applying
the fourth voltage, applying the fifth voltage, and applying the
six voltage occurs at twice the frame rate.

9. The method of claim 1, wherein the first polarization is
orthogonal to the second polarization.

10. The method of claim 1, wherein the 3D image is con-
figured for viewing with passive eyewear.
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